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Overview Map             Subwatershed of Interest Map 
                                  
       Map Type 1 ‐ 2008/2009 Orthophotos with Index of Ecological Integrity  
    
 
      Map Type 2 – 2008/2009 Orthophotos with Hydrologic Group A and B Soils 
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How to Use the Maps 
Map Type 1 – 2008/2009 Orthophotos with Index of Ecological Integrity (IEI) 
These maps identify high quality wetland areas where efforts should focus on protection and preservation (i.e. Intact Wetlands).  
When using these maps to protect resources, look for land areas with high IEI value that: 
 
 Contain or are near vulnerable wetlands such as headwater streams, vernal pools or vernal pool clusters, 
 Contain or are near critical areas such as public water supplies, bathing beaches, ORWs, Zone I’s, cold water fisheries, etc. 
 Are far removed from stormwater outfalls and from land use types with high Phosphorus loading rates, 
 Contain wetlands with intact, undisturbed vegetated buffer zones. 
 
These maps also identify degraded wetland areas where efforts should focus on wetland restoration and mitigation of stormwater 
impacts.   When using these maps to restore impaired waters, look at land areas with low IEI value for: 
 
 Vulnerable wetlands such as headwater streams, vernal pools,  vernal pool clusters or critical areas that are in close 
proximity to stormwater outfalls, 
 Vulnerable wetlands with limited or no surrounding vegetated buffer zone, 
 Vulnerable wetlands that are in close proximity to land use types that are known to have high Phosphorus loading rates  
in cases where TMDL requirements apply. 
When using these maps, follow the “10 Rules of Thumb” (see inside covers).  
Map Type 2 – 2008/2009 Orthophotos with Hydrologic Group A and B Soils 
 
These maps identify locations to site structural and Low Impact Development (LID) stormwater BMPs to most effectively treat 
stormwater, restoring degraded wetland areas, and provide the greatest protection for intact wetlands.  When using these maps:  
 
 Look for areas with hydrologic group A and B type soils (as defined by U.S Natural Resources Conservation Service (NRCS)) 
in which to setback stormwater outfalls or locate LID BMPs – these soils generally are well drained and have higher 
potential to provide recharge and infiltration treatment.  
 Consult the following documents for selection of stormwater treatment options: 
o MassDEP Stormwater Handbook, Vol. 2, Ch. 2  
http://www.mass.gov/dep/water/laws/v2c2.pdf  
 Follow the “10 Rules of Thumb” (see inside covers).   
 
10 Rules of Thumb to Protect Vulnerable Wetlands from Stormwater Pollution 
1. Preserve all healthy, unfragmented wetlands and restore degraded wetlands ‐ but consider protecting vulnerable wetlands 
first (e.g. headwater streams, vernal pools, water supplies).  
2. Preserve open space in areas of high ecological integrity (IEI);  
3.  Adopt local policies, incentives, and regulations to improve inadequate drainage systems. (e.g. roads, water and sewer lines);  
4. Protect or Restore vegetated buffers around wetlands – (at least 100’ if possible!);  
5. Use low impact development techniques (i.e. reduce, infiltrate & evaporate volume) to remove pollutants, replenish stream 
base‐flow, and minimize flooding and erosion.  
6. Keep water local! When reconstructing drainage systems ‐ disconnect and distribute. When building new drainage systems – 
recharge and infiltrate on site. Maintain existing hydrology.  
7. No new discharges/treatment in wetlands, and avoid 100‐foot buffer zones for best pollutant removal (remember 50’ setback 
minimum, but the farther the better!);  
8. Set back or treat existing discharges in wetlands, especially near water supplies (e.g. Zone 1, Zone A).  
9. Avoid direct discharges near vernal pools that can pollute habitat and lengthen hydroperiods thus impacting vernal pool 
populations;  
10. Treat for pollutant of concern and consider soil conditions – remember, not all discharges are created equal (A&B soils best 
for infiltration, alternate treatment for soils with poor drainage);  
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Next Steps 
Due to the success of this project, MassDEP received another Wetland Program Development grant from the U.S. EPA to develop 
vulnerable wetlands GIS maps for three communities in the Neponset River Watershed. They are Canton, Sharon and Walpole.  
 
For more information and to obtain CD copies of the vulnerable wetlands atlas maps for Bellingham, Milford and/or Franklin  
Contact:   Nancy.Lin@state.ma.us or  
Alice.Smith@state.ma.us 
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Data Sources for Vulnerable Wetlands Maps 
 
Questions regarding these maps should be directed to the MassDEP Wetlands Program at (617) 292‐5500.  Also see below for information on 
specific data layers. 
Data Distributed through MassGIS  (http://www.mass.gov/mgis) 
State List of Impaired Waters  DEP 2002 Integrated List of Waters (305(b)/303(d)) ‐ January 2005  http://www.mass.gov/mgis/wbs2002.htm.   
Under Massachusetts General Law (MGL) chapter 21 MassDEP is responsible for monitoring the waters of the Commonwealth, identifying those 
waters that are impaired, and developing a plan to bring them back into compliance with the Massachusetts Surface Water Quality Standards. 
The list of impaired waters, better known as the "303d list," identifies river, lake, and coastal waters and the reasons for impairment.  For 
questions regarding the programmatic content of this data contact the MassDEP Watershed Planning Program at (508) 767‐2744.  
 
2008/2009 OrthoPhotos  USGS Color Ortho Imagery (2008/2009) ‐ April 2008/2009  http://www.mass.gov/mgis/colororthos2008.htm.  In spring 
2008, the U.S. Geological Survey, as part of its Boston 133 Cities Urban Area mapping program, contracted for true‐color imagery covering 
metropolitan Boston and beyond.  In spring 2009, USGS continued the project imagery was obtained for the remainder of the state.  The 
datalayer is maintained by MassGIS.   
 
MassDEP Wetlands  DEP Wetlands Layer (1:12,000) – January 2009  http://www.mass.gov/mgis/wetdep.htm.  Wetlands are interpreted from 
1:12,000 scale, stereo color‐infrared (CIR) photography by staff at UMASS Amherst, with selected field verification by the MassDEP Wetlands 
Conservancy Program (WCP).  This data layer is developed by the MassDEP GIS Program and the WCP.  Questions about this layer may be 
directed to the WCP at 617‐292‐5907.   
 
MassDEP Hydrography  (USGS‐based) MassDEP Hydrography (1:25,000) ‐ March 2010  http://www.mass.gov/mgis/hd.htm.  This layer is an 
enhanced version of the older U.S. Geological survey 1:25,000 Hydrography datalayer.  It is a hybrid of data from USGS Digital Line Graphs 
(DLGs), scanned mylar separates obtained from the USGS, digitized hydrographic features from paper USGS 1:25,000 Topographic Quadrangle 
maps and data extracted from the MassDEP Wetlands datalayer.  It is maintained by the MassDEP GIS Program. 
 
Subwatersheds  Drainage Sub‐basins ‐ December 2007  http://www.mass.gov/mgis/subbas.htm.  MassGIS produced a statewide datalayer of the 
approximately 2500 sub‐basins as defined and used by the USGS Water Resources Division and the Mass Water Resources Commission, and as 
modified by Executive Office of Environmental Affairs (EOEA) agencies.  These sub‐basins were aggregated together to make the 28 basins of the 
Major Basins Datalayer.  This datalayer is maintained by MassGIS and the MassDEP GIS Program.  For information regarding this data layer, 
contact the MassDEP GIS Program at (617) 292‐5500. 
 
NHESP Certified Vernal Pools  NHESP Certified Vernal Pools ‐ February 2011   http://www.mass.gov/mgis/cvp.htm.  This datalayer contains points 
for all vernal pools that have been certified by the Natural Heritage & Endangered Species Program (NHESP) according to the Guidelines for 
Certification of Vernal Pool Habitat (MA Division of Fisheries & Wildlife, 2009).   Questions about the creation of this datalayer should be 
directed to NHESP at 508‐389‐6375.  For questions relating to the certification of Vernal Pools, please call 508‐389‐6365.   
 
NHESP Potential Vernal Pools  NHESP Potential Vernal Pools ‐ December 2000  http://www.mass.gov/mgis/pvp.htm.  This datalayer identifies the 
locations of potential, unverified, vernal pool habitats.  Questions on this datalayer should be directed to NHESP at 508‐389‐6375. 
 
Public Water Supplies  ‐ July 2011  http://www.mass.gov/mgis/pws.htm.  The Public Water Supply (PWS) datalayer contains the locations of 
public community surface and groundwater supply sources and public non‐community supply sources as defined in 310 CMR 22.00.  The 
MassDEP GIS Program, in cooperation with MassDEP Drinking Water Program (DWP) maintains this datalayer.   
 
Zone II and Interim Wellhead Protection Areas  DEP Wellhead Protection Areas (Zone II, IWPA) ‐ July 2011  http://www.mass.gov/mgis/ziis.htm.   
A Zone II is a wellhead protection area that has been determined by hydro‐geologic modeling and approved by MassDEP’s Drinking Water 
Program (DWP).  In cases where hydro‐geologic modeling studies have not been performed and there is no approved Zone II, an Interim 
Wellhead Protection Area (IWPA) is established based on well pumping rates or default values.  These data layers are maintained by the 
MassDEP GIS Program in cooperation with the MassDEP DWP Technical Services group.   
Surface Water Supply Protection Areas   Zone A,B,C – July 2011 http://www.mass.gov/mgis/swp.htm.   Surface Water Supply Protection Areas 
delineate those areas included in 310 CMR 22.00, the Massachusetts Drinking Water Regulations, as Surface Water Supply Protection Zones.  
The MassDEP GIS Program maintains this datalayer.  
Outstanding Resource Waters (ORWs)  Outstanding Resource Waters ‐ March 2010   http://www.mass.gov/mgis/orw.htm.  This datalayer 
delineates those watershed areas in which most waters are afforded Outstanding Resource Waters classification under the Massachusetts 
Surface Water Quality Standards of 2007.  The MassDEP GIS Program maintains this datalayer.   
 
Land Use 2005  Land Use (2005) ‐ June 2009  http://www.mass.gov/mgis/lus2005.htm.  The Land Use (2005) datalayer is a Massachusetts 
statewide, seamless digital dataset of land cover/land use, created using semi‐automated methods, and based on 0.5 meter resolution digital 
ortho imagery captured in April 2005.  MassGIS maintains this layer.  For more information contact Philip John at philip.john@state.ma.us. 
 
Soils  NRCS SSURGO‐Certified Soils ‐ November 2010  http://www.mass.gov/mgis/soi.htm.  The Soils datalayer was automated from published 
soils surveys provided by the United States Department of Agriculture (USDA) Natural Resources Conservation Service (NRCS).  All soils data 
released by MassGIS have been "SSURGO‐certified," which means they have been reviewed and approved by the NRCS and meet all standards 
and requirements for inclusion in the national release of county‐level digital soils data.  These datalayers are maintained by NRCS. 
 
USGS Topographic Maps  USGS Topographic Quadrangle Images ‐ December 1995, June 2001  http://www.mass.gov/mgis/im_quad.htm. 
 
Data Not Distributed through MassGIS 
Massachusetts Index of Ecological Integrity  Conservation Assessment and Prioritization System (CAPS) Maps, March 2011.  Developed by 
UMASS Amherst, Mass Landscape Ecology Lab, www.masscaps.org  with participation by MassDEP.  CAPS has been adopted by MassDEP for use 
in wetland monitoring and assessment.  For questions on the CAPS results please contact Scott Jackson (sjackson@umext.umass.edu). 
Mapped Stormwater Outfalls   The towns of Franklin, Bellingham, and Milford mapped drainage data and provided it to MassDEP for this project.  
Questions on the creation of the data should be directed to the towns.  
 
Vernal Pool Clusters  were developed by MassDEP Wetlands and Waterways staff for this project, using the criteria listed in the text. 
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